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Griffe – komplett montiert Rohre in Eloxalausführung
Handles – completely mounted Tubes in anodized version 

naturfarben schwarz
natural colour black

Schenkelfarbe Bestell-Nr.         Bestell-Nr.
Typ A Shank colour Order no.           Order no.

250
natur / natural VG-01.250.N01      VG-01.250.N04
schwarz / black VG-01.250.S01      VG-01.250.S04

300
natur / natural VG-01.300.N01      VG-01.300.N04

VG-01
schwarz / black VG-01.300.S01      VG-01.300.S04

400
natur / natural VG-01.400.N01      VG-01.400.N04
schwarz / black VG-01.400.S01      VG-01.400.S04

500
natur / natural VG-01.500.N01      VG-01.500.N04
schwarz / black VG-01.500.S01      VG-01.500.S04

500
natur / natural VG-02.500.N01      VG-02.500.N04
schwarz / black VG-02.500.S01      VG-02.500.S04

VG-02 600
natur / natural VG-02.600.N01      VG-02.600.N04
schwarz / black VG-02.600.S01      VG-02.600.S04

800
natur / natural VG-02.800.N01      VG-02.800.N04
schwarz / black VG-02.800.S01      VG-02.800.S04

Typ VG-01

Gewindestift
Grub screw
M8
DIN 913

Gewindestift
Grub screw
M8
DIN 913

beweglich

adjustable

Typ VG-02

Weitere Ausführungen
der Serie VG s. S. 28.
Other designs of 
series VG see page 28.

VG

Griffserien
VG-01
VG-02

Zusammenschraubbare Griff e
mit variablen Gestal tungs mög-
lichkeiten.

Werkstoff und Oberfläche:
Griffschenkel aus massivem
Rundaluminium AlMgSi 0,5;
glaskugelgestrahlt und eloxiert.
Verbindungsrohr aus 
ø 20 x 2 mm Aluminium
AlMgSi 0,5; feingeschliffen 
und eloxiert. Eloxal aus -
führungen mattglän zend,
naturfarben oder schwarz.

Konstruktive Merkmale:
Besonders geeignet für große
Grifflängen durch den Einsatz
von Mittelunterstützungen, 
die beliebig auf dem Verbin -
dungsrohr angeordnet werden
können. Diese werden wie 
auch die Endschenkel durch
einen Gewindestift mit dem 
Rohr arretiert.

Tragkraft: 
min. 1.000 N.

Hinweis:
Weitere Grifflängen und 
Aus führungen auf Anfrage.

Handle Series 
VG-01
VG-02

Screwable handle system with
variable design possibilities.

Material and surface:
Handle shanks of solid alumi-
nium AlMgSi 0.5; glass ball 
blasted and anodized.
Connection tubes of 
ø 20 x 2 mm aluminium 
AlMgSi 0.5; fine ground and
anodized. Anodized versions
with a matte finish in natural
colour or black.

Design features:
Especially suitable for large
handle lengths by the use of
centre supports which can be
placed on the connecting tube
on desire. These along with 
end shanks are locked to the
tube by a grub screw.

Stress resistance: 
min. 1.000 N.

Note:
Other handle lengths and 
versions on request.
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